DATA SHEET

KORUND-TRENNSCHEIBE STEIN, 115 MM @

Article number: 208920

cimco

Korund-Trennscheiben Stein, Geeignet fur: Beton, Kalksand-

stein, Marmor, Fliesen, Kacheln, Schiefer, Terrazzo, Tonrohre,

Waschbeton, Ziegel, Gasbeton, Dachziegel. Gute Standzeit,

gute Schnittleistung. 3,0 mm Starke; Ausfihrung: gekropft; @:

M5 mm

Length (mm) 115 mm
Width (mm) 115 mm
Height (mm) 3 mm

Weight (kq) 0,05 kg

e

TRENNEN

STEIN / STONE

Attribute Value
Anwendung trennen
Geeignet fur Gussrohre No
Geeignet fur Kunststoff Yes
Form gekropft
Starke 3 mm
Geeignet fur Keramik Yes
Geeignet fur Beton Yes
Geeignet fur Holz No
Geeignet fur Nassbetrieb No
Topfscheibe No
Geeignet fur Metall No
Geeignet fur Naturstein No
Geeignet fur Asphalt No
Geeignet flir Schamotte Yes
Geeignet fur Backstein Yes
Geeignet fur Waschbeton Yes
Geeignet fur Dachziegel No
Diamantscheibe No
Geeignet fur Beton/Betonstein No
Geeignet fur bewehrten Beton No
Geeignet fur Hartgestein No
Geeignet fur Kalksandstein Yes

Max. Drehzahl 13300 1/min
Bohrungsdurchmesser 22.23 mm
Scheibendurchmesser 115 mm

The technical data are empirical values according to the current state of production and are subject to customary tolerances,
but do not represent guaranteed properties. We reserve the right to make technical changes.
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X-Lock Aufnahme No
Lamellenscheibe No
Geeignet fur trockene Anwendung Yes
Geeignet fur Porenbeton Yes
Kornart Korund
Segmenthdhe -mm
Segmentbreite -mm
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